Heraeus

Infrared Booster speeds up manufacture
of metal housings

A Belgian company manufactures metal compressors for small cooler units and these are coated with a powder lacquer
during the course of their manufacture. To ensure that the coating process did not continue to restrict manufacture,
modifications were carried out to the existing dryer.
First of all, the existing long wave infrared emitters which had previously been used to cure the powder lacquer were
replaced with medium wave twin tube emitters from Heraeus. In addition, a so-called infrared booster with high power,

short wave emitters was fitted in the line in front of the oven.

The infrared booster brings the product quickly to the correct temperature and the existing dryer then holds this
temperature for as long as necessary.
Consequently, the curing process can take place at a higher temperature and this speeds up the production throughput
from 0.8 to 1.2 meter per minute. In addition, the new emitters ensure a uniform heat distribution so that any cold spots

are eliminated.

Infrared thermal technology can significantly accelerate the melting of powder coatings. Powder absorbs infrared
radiation very well and the powder heats up very quickly. Compared with conventional heating methods, such as warm
air circulating ovens, powder gelling is speeded up considerably.

Germany

Heraeus Noblelight GmbH
Infrared Process Technology
Reinhard-Heraeus-Ring 7

63801 Kleinostheim

Phone +49 6181 35-8545

Fax +49 6181 35 16-8410
hng-infrared@heraeus.com
www.heraeus-noblelight.com/infrared

USA

Heraeus Noblelight America LLC
1520C Broadmoor Blvd.
Buford, GA 30518

Phone +1 678 835-5764

Fax +1 678 835-5765
info.hna.ip@heraeus.com
www.heraeus-thermal-solutions.com
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meter per minute

Great Britain

Heraeus Noblelight Ltd.
Clayhill Industrial Estate

Neston, Cheshire

CH64 3Uz

Phone +44 151 353-2710

Fax +44 151 353-2719
ian.bartley@heraeus.com
www.heraeus-infraredsolutions.co.uk

=uniform heat distribution in the oven
=additional preheating speeds up gelling
=fast gelling improves quality of coating

=IR Booster in front of the oven
with short wave emitters
=Curing with medium wave emitters
=Increase of production throughput from 0.8 to 1.2

China

Heraeus Noblelight (Shenyang) LTD
2F, 5th Building 5

No. 406, Guilin Rd, Xuhui District
200233 Shanghai

Phone +8621 3357-5555

Fax +8621 3357-5333
info.hns@heraeus.com
www.heraeus-noblelight.cn
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