
Customers profit from the new automated production 
of PID Lamps

AUTO-PID is a new milestone in the production of PID lamps. 
Large parts of the complex PID manufacturing process, which 
up to now were done manually, can now be fully automated 
on the new system.

Clear advantages for our customers: Process control on 
the automated system is much improved enabling production
of lamps with much more consistent quality. Better control
over lamp dimensions and shape can be achieved, which are 
important to customers when fitting lamps to their sensors.

Furthermore it is possible to influence the process
systematically. The intensity of the lamps for example 
can be influenced by varying the process parameters and 
can now be adjusted to meet customers' specific 
requirements.

The intensity of a batch of lamps has always shown a
certain distribution. Now the intensity of any batch can 
be limited to a specific region of this distribution.

 Advantages of the new system at a glance:
    Consistent lamp quality
  Improved intensity distribution
  Targeted process control
   Increased flexibility in production
   Improved dimension and shape control

Europe, Middle East, Africa, Rest of World*

Heraeus Noblelight GmbH

Heraeusstraße 12-14

63450 Hanau, Germany

Phone +49 (6181) 35 3177

hng-analyticallamps@heraeus.com

www.heraeus-noblelight.com/opticalanalysis

America*

Heraeus Noblelight America LLC

910 Clopper Road 

Gaithersburg, MD 20878, USA

Phone +1 (301) 527 2660

info.hna@heraeus.com

www.heraeus-noblelight.com/opticalanalysis

Asia-Pacific, Oceania* 

Heraeus Noblelight (Shenyang) Ltd. 

Shanghai Branch 

2F, No. 399 Guangzhong Road,

Minhang District

201108 Shanghai, PR China

Phone +86 (400) 080 2255

info.hns@heraeus.com

www.heraeus-noblelight.cn

We reserve the right to change the pictures and technical data of this brochure. The use of the names PerkinElmer, Varian and ThermoFischer is intended for convinience 
and does not imply that the mentioned product is of their origin. All trademarks mentioned in this brochure are property of their respective owners.

*For local contacts please also visit our website: 
https://www.heraeus.com/en/hng/contact_heraeus_noblelight/customer_contacts_1/regional_contacts.html

AUTO Manual production

More consistent bulb shape of AUTO production of the left.

Comparison of intensity distribution of AUTO and Manual production; 
RF-PID lamp 6mm, 10.6 eV
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